
CT1 Manual Curtain Track
Assembly Instructions

Straight Track

Cut track to length (6mm cut back) 

What you’ll need

1.

Fix the end
stopper to the
end (opposite
side to the stack)

3.

Need support?
Call +61 2 9620 4866

Remove pendant from one (1) end stopper 2.



Need support?
Call +61 2 9620 4866

Calculate the number of runners  4.

Remove the last runner from
each end of the string  

Fix the disc pendant inside
the end of the master carrier 

Slide the master carrier and
the runners into the track  

Attach the end of the 
runner string to the end cap 

5.

6.

7.

8.



Need support?
Call +61 2 9620 4866

Attach hook pendants 
to the runners  10.

Fix the end cap in place 9.



Cut track to length (6mm cut back) 

Cut length of runners in half  

Calculate the number of runners 

1.

3.

2.

Need support?
Call +61 2 9620 4866

Centre Open Track

What you’ll need

Remove the last runner from
each end of the strings 

Fix one disc pendant from
each row of runners inside
the end of each of the
master carriers  

4.

5.



Need support?
Call +61 2 9620 4866

Slide one of the master
carriers and the runners into
the track 

Attach the end of the runner
sting to the end cap 

6.

7.

Fix the end
cap in place 8.

Repeat steps 5 through to 8 with the other side of runner and master carrier  

Attached hook pendants 
to the runners  

9.

10.


