
Cassette Manufacturing Instructions

Head box

Place the end cap onto the end
of the cassette back extrusion 

What’s included

1.

Insert the cassette bracket through the end cap & into the cassette back,
then fix the 3 screws provided, ensuring the mechanism bracket and idler
bracket are on the correct sides 

2.

Need support?
Call +61 2 9620 4866

Scan for video



Need support?
Call +61 2 9620 4866

Place the end cap cover on

Repeat steps 1-3 for the other side

Attach your fabric to the top tube 

Slide the cassette bottom rail onto the fabric

3.

4.

1.

2.

Blind Construction

Slide the brush strip into the
channel of the bottom rail3.



Need support?
Call +61 2 9620 4866

Insert the bottom rail end
cap and fix with the screw
provided 

Insert you chain onto the
chain mechanism and
connect the chain cover 

See next page for installing the blind inside the cassette.

4.

6.

Insert your chain mechanism and idler5.



Need support?
Call +61 2 9620 4866

Place the blind inside the
cassette back1.

Slide the chain guide onto the chain and secure in place 

Attach the cassette front 

2.

3.

Installing the blind inside the cassette



Slide the side channel brush inside the channels 

Insert side channel bottom caps and fix in place 

Insert side channel top caps and fix in place

1.

2.

3.

Need support?
Call +61 2 9620 4866

Side Channels

Assembly is now complete4.


